
DIGGER DERRICK

D86R-RD

Extended Vertical Reach

86-ft tip height for efficient access to
overhead transmission and distribution lines

STANDARD FEATURES
3-section high-strength steel boom
Hydraulic winch with 12,000 lb single
line pull
Hydraulic digger with 20,000 ft-lb
torque
Radial outriggers with 20' pin spread
Dual-speed digger operation (80/35
RPM)
Continuous 360° turret rotation
Closed-center hydraulic system
Operator platform with ergonomic
controls
Lifetime structural warranty
ANSI A10.31 certification

Best-in-Class Lifting Power

50,000 lb max capacity, 33,000 lb at 10 ft
radius, and 11,000 lb at 30 ft—perfect for
large pole handling and heavy lifts

Radial Outriggers
 
20' spread delivers jobsite stability with
minimal setup area

High-Torque Hydraulic Digger

20,000 ft-lb of torque with dual-speed
operation (80 RPM high / 35 RPM low) for
productivity across soil types

402.592.4500  | SALES@ELLIOTTEQUIP.COM | ELLIOTTEQUIP.COM

360° Continuous Rotation

Full boom rotation improves coverage and
efficiency on the jobsite

ANSI A10.31 Compliant
 
Fully meets standards for safe digger derrick
operation

Lifetime Structural Warranty

Backed by Elliott's commitment to long-term
reliability and ROI



Tip Height

Sheave Height (Retracted)

Horizontal Reach (Max)

Max Lifting Capacity

Lifting Capacity @ 10’ Radius

Lifting Capacity @ 30’ Radius

Boom Elevation Limits

Winch Single Line Pull

Boom Rotation 

Digger Torque

Digger Speed (High/Low)

Digging Radius (Max / Min)

Outrigger Configuration

Outrigger Spread (Pin to Pin)

Recommended GVWR
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DIGGER DERRICK

D86R-RD
OPTIONS

Pole guides
Line body or flatbed body configurations
Auxiliary lighting or work lights
Wireless remote controls
Custom paint and decal packages
Tool storage and basket accessories
Cold weather or severe-duty packages
Hydraulic tool circuits
Outrigger pad holders
PTO and pump options to match truck chassis
Auger flightings
2-man platform
Hook blocks
Hydraulic tank heaters

86 ft (26.2 m)

40 ft (12.2 m)

73 ft (22.3 m)

50,000 lb (22,679 kg)

33,000 lb (14,968 kg)

11,000 lb (4,969 kg)

-8° to +80°

12,000 lb (5,443 kg)

360° Continuous

20,000 ft-lb (27,116 Nm)

80 / 35 RPM

41 ft / 24 ft (12.5 m / 7.3 m)

Radial

20 ft 

58,000 lb (26,308 kg)
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